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Certificate of Conformity of the

Factory Production Control
2195-CPR-1419501

in compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 2011 (the
Construction Products Regulation or CPR), this certificate applies to the construction product

Aluminium and Aluminium Alloys - Structural Products for
Construction Works

(tested for performance for the characteristics described in Annex 1 which is an inseparabie part of this certificate)

produced by the manufacturer

ALTINEL ALUMINYUM VE PVC SANAYi VE TiCARET A.S.
Beylikdiizii 0.S.B. Mermerciler Sanayi Sitesi No: 12 Beylikdiizii / istanbuf — Turkey

and produced in the manufacturing plant

ALTINEL ALUMINYUM VE PVC SANAYi VE TiICARET A.S.

Beylikdiizii 0.S.B. Mermerciler Sanayi Sitesi No: 12 Beylikdiizii / istanbul — Turkey

This certificate atfests that all provisions conceming the assessment and verification of constancy of

performance described in Annex ZA of the standard(s)

EN 15088:2005

under system 2+ are applied and that the factory production control is assessed to be in conformify with the applicable
requirements. This cerfificate was first issued on 14.07.2014, renewed on 14.07.2016 and will remain valid as long as
neither the harmonised standard, the construcfion product the assessment and verification of constancy _of
performance methods nor the manufacturing conditions in the plant are modified significantly, unless suspended or
withdrawn by the notified product certification body. The cerfificate is supported through annual surveillance audit and
is reissued after each surveiflance audit, this certificate should be reissued not later than 14.07.2017.
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I8P Erding ELING
Head of Construction Products Department
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Certificate of Conformity of the
Factory Production Control
2195-CPR-1419501
Annex 1
Intended uses;
To be used in metal structures or in composite metal structures in buildings and civil
engineering
Controlled Performance Characteristics;
- Dimension and Shape Tolerances,
- Yield Strength,
- Elongation,
- Tensile Strength, -,
- Chemical Composition. S Em
Specific Conditions
Product | Seneral : Dimension Alioy
Conditions . :
Mechanical | Chemical Toler
spec. spec. SEanes
Round Bars EN 755-3 | @ from 5 mm up to 150 mm
Rectangular e o
Section EN 755-5 Fromt= 2mm -5mm
Bars From w = 12 mm - 200 mm
EN AW 6005
Seamless EN 755-7 From OD = 8 mm — 1500 | EN AW 6060
Tubes Round Tube | " mm EN AW 6063
: ; W 6061
Tubes EN755-2 | EN 5733 | oo iare Tube | From's: 1,2 mm—70 mm | EN AW 6082
EN AW 6463
Seamless = 755'5? From 10 x 6 x 1,2 mm —
Tubes Resiactor 140 x 65 x 40 mm
Tube
Profiles EN 755-9 | from 10 mm up to 140 mm
; s ' EN AW 6060
Precision d
Profiles | EN 12020-1 EN 12020-2 |from 15 mm up to 1450 mm i s i
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FABRIKA URETIM KONTROLU
.. UYGUNLUK BELGESI

2195-CPR-1419501

Avrupa Parlamentosu ve Avrupa Birligi Konseyinin 9 Mart 2011 tarihli 305/201 1/AB sayili Yonetmelige (Yapi
Maizemeleri Yonetmeligi - CPR) aygun olarak verilmistir, agagidaki yap: malzemelerine uyquianir

Aliiminyum ve Aliiminyum Alasimlar - Yapim Isleri icin
Yapisal Mamuller

{uriiniin test edilen temel 6zelikleri, belgenin ayrilmaz bir pargasi olan Ek 1'de tarif edilmektedir)

ALTINEL ALUMINYUM VE PVC SANAYI VE TICARET A.S.
Beylikdiizii O.S.B. NiBrmerciier Sanayi Sitesi No: 12 Beylikdiizii / istanbul - Tiirkiye
tarafindan
ALTINEL ALUMINYUM VE PVC SANAYI VE TICARET A.S.

Beylikdiizii 0.S.B. Mermerciler Sanayi Sitesi No: 12 Beylikdiizii / istanbul - Tiirkiye

adresinde dretilen

Bu serlifika, asagida verilen standardin Ek ZA’ sinda tanimlanan, performans degismezliginin degerlendiriimesi ve
dogrulanmasina yoneiik tim gerekiiliklerin,

EN 15088:2005

sistem 2+ altinda bu sertifikanin ekinde verilen performans 6zelliklerinin uygulandiinin ve Fabrika Uretim
Kontrolaniin, bu performansiar igin belirlenmis olan fim gereklifiklerinin uygun oldugunun kanitidir. Bu belge, ik olarak
14.07.2014 farhinde yayimianmis, 14.07.2016 tarihinde yenilenmis olup ilgifi uyumiaghinimig leknik gereklilikler
saglandigi, perforrans degismezliginin degerlendiriimesi ve dogrulanmas: sistemlerinde, fabrika drefim kogullarinda
veya fabrika drefim kontrolinde ¢nemli bir degisiklik yapimadid: maddetge ve onaylanmig Grin belgelendirme
kurulusu tarafindan askr veya iptal karan ahinmadiica gegerlidir. Belgenin geceriiligi yillik gozefim denetimleri ile
saglanmakta ve her yif gézefim denefimlerinden sonra yenilenmekiedir. Bu belgenin gegerfiligi 14.07.2017 tarihine
kadardir.

orErcing ELING
Yapt Malzemeleri Departman Yoneticisi _
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Ek1
Kullanim Amaglan;
Bina ve ingaat miihendisligi iglerindeki metal yapilarda ve kompozit metal yapilarda
Kontroi Edilen Performans Karakieristikleri;
- Boyut ve Sekil Toleranslar,
- Akma Dayanimi,
- Uzama,
- Cekme Dayammi,
- Kimyasal Kompozisyon.
SPESIFIK SARTLAR e
P GENEL
URUN SARTLAR _ BOYUTLAR ALASIM
Mekanik | Kimyasal Tol :
Ozellilder | Ozellikder| 'O o0 -
Yuvariak ’ "
| Cubuklar EN 755-3 @5 mm'den 150 mm'e
' Dikdortgen : ; .
Kesitli EN 755-5 _t‘j mm,:e" zsog‘m T
Cubukiar e 2 DI ety O MUMES | ag A SRS
EN AW 6060
Dikissiz EN 755-7 0D=8 mm'den 1500
Borular Yuvarlak Kesitli mm'e EN AW 6063
Dikissi EN 755-7 ;' 8 mm'den 145 mm'e i
ikissiz - a: :
EN 755-1 & =
Borular E_N L e Kare Kesitli | s: 1,2 mm'den 70 mm'e | ENAW 6082
i EN AW 6463
Dikissiz P i 10 x 6 x 1,2 mm'den
Borular ledor.tgen 140 x 65 x 40 mm ‘e
Kesitli
Profiller EN 755-9 @ 10 mm'den 140 mm'e
Hassas EN AW 6060
EN 12020-1 EN 12020-2 |@ 15mmden 1450 mm'e
Proﬁﬂer EN AW 6063

roling ELING

Yapi Maizemeleri Departman Yoneticisi




